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DECLARATION OF PERFORMANCE

Product type: Stainless steel hollow sections, for structural use in all types of construction works in material groups

7.1,8.1,8.2,10.1and 10.3

Intended use or uses of the construction product: Steel structure components intended for use in construction

works

Manufacturer:

No . 0201001

Stalatube Oy, Taivalkatu 7, 15170 Lahti, FINLAND

System or systems of assessment and verification of constancy of performance of the construction product as set out

in Annex V: 2+

The notified body DNV Business Assurance B.V. (2388) has performed the initial inspection of the factory
production control according to EN 1090-1 +A1 :2012 and issued the certificates of conformity 2388-CPR-24-

720549.

Essential characteristics:

Performance

Technical Specification

Geometrical tolerance

EN 10219-2 for metric sizes
ASTM A554 for imperial sizes

Weldability EN 10088-4
Ir:er:i:ttl;rr:acioughness, impact NPD

Load bearing capacity NPD
Fatigue strength NPD
Resistance to fire NPD
Reaction to fire A1

Release of Cadmium NPD
Emission of radioactivity NPD

EN 1090-1+A1:2012

The Performance of these Products is in conformity with the declared performance.
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Teppo Lassila / EQHS Manager

Lahti 1.10.2025
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